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Release Notes
This section describes the new features, changes and enhancements for Entire Connection Version 4.3.2.
The following topics are covered: 

Supported Operating Systems 
New Features and Enhancements 
Changes

Entire Connection Version 4.3.2 is the last version to support the following: 

session type NetWare for SAA 
Multiplan format (*.mpn)

Supported Operating Systems
Entire Connection Version 4.3.2 supports the same operating systems as the previous version 4.3.1.

For detailed information, see Prerequisites in the Installation section.

New Features and Enhancements

P-Keys

You can now define the P-keys content (programmable keys) for sessions of type BS2000 TCP/IP. A new
object type, BS2000 P-Key Schemes, is available in the Configuration Manager. See BS2000 P-Key 
Schemes in the section Configuration Manager.

A default P-key scheme can be defined in the communication parameters of a BS2000 TCP/IP host
session. See Communication Parameters in the section Overview of Object Properties.

It is also possible to add, modify or duplicate P-key schemes directly from the terminal application. See 
Modifying the P-Key Scheme for a BS2000 Host Session in the section Terminal Emulation.

The P-key editor will only be available when you upgrade the share file. See Upgrading the Share File in
the section Configuration Manager.

Key Schemes

A new key scheme, AS400HLLAPI, is now available for AS400 HLLAPI host sessions. The existing key
scheme AS400KEYS has been renamed to AS400TN3270. See Key Schemes in the section Configuration 
Manager.
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Renamed Session Types

The following session types have been renamed: 

Windows NT SNA Server is now called Microsoft SNA Server 
Telnet 3270(E) is now called TN3270(E).

Associated Printer Sessions

It is now possible to define associated printer sessions for TN3270E display sessions. See Communication 
Parameters in the section Overview of Object Properties.

The connected associated printer sessions are shown in the Host Printer Manager. See Defined Sessions in
the section Host Printer Manager.

Due to internal structures, it is no longer possible to define identical names for printer sessions and display
sessions. An error message will appear in this case.

Character Set Encoding for XML and HTML Files

The character set to be used for downloading XML and HTML files and for uploading XML files can now
be specified on the "Data Transfer" property page of the "Session Properties" dialog box. See Session 
Properties in the section Overview of Object Properties.

In previous versions, the character set ISO-8859-1 was always written to the XML files during download.
This is no longer the case. Starting with this version, the character set specified on the "Data Transfer"
property page of the "Session Properties" dialog box is written to the XML files. For existing sessions that
have been defined with previous versions, it is therefore recommended that you specify the appropriate
national character set in the "Character set encoding" text box of the "Data Transfer" property page. See
the description of the "Data Transfer" property page for further information.

Data Transfer

The parameter "Disable data transfer enhancements" can now be specified on the "Data Transfer" property
page of the "Session Properties" dialog box. See Session Properties in the section Overview of Object
Properties. With this parameter, you can decide whether the new field formats of Natural Version 4.1 for
Mainframes and Natural Version 6.1 for UNIX  (see below) are to be supported or not. If the new field
formats are supported, the format file (extension "ncf") is written in a new form. See Format Files in
section Terminal Emulation for further information.

The field format Ay is now available. This is an alphanumeric format where y is a digit greater than 253.
Can only be used with file formats ASCII and COBOL. See Supported Field Formats in the section
Terminal Emulation.

The field format By is now available. This is a binary format where y is a digit greater than 126. Can only
be used with file formats ASCII, binary and COBOL. See Supported Field Formats in the section
Terminal Emulation.

With Natural Version 4.1 for Mainframes and Natural Version 6.1 for UNIX, you can use binary variables
greater than 126 for upload and download. See Downloading Binary Data and Uploading Binary Data in
the section Terminal Emulation.
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With Natural Version 4.1 for Mainframes and Natural Version 6.1 for UNIX, you can use the
DOWNLOAD statement with the SYNC option. See DOWNLOAD Statement in the section Terminal 
Emulation.

Variables

A new system variable, PRINTOPTION, is available. With this variable, you can change the settings for
printing in download to printer and from a procedure file. You can change the size of the font, the page
orientation and the setting for printing on one or both sides of the paper. See the description of the system
variable PRINTOPTION in the section Terminal Emulation.

The new system variable PRINTOPTION will only be available when you upgrade the share file. See 
Upgrading the Share File in the section Configuration Manager.

Format Converter

You can now convert data to and from the formats XML, HTML and IBM-compatible COBOL (*.ncc).
See Supported File Formats in the section Format Converter.

Fonts

A revised dialog box is now available for defining another font. See Fonts in the section Overview of
Object Properties.

Changes

Zero Character

The parameter "Zero character" which was previously used for foreign language support is no longer
required. It has been removed from the session properties ("Data Transfer" property page) and system
preferences ("Emulation" property page).

Wang Option

The parameter "Wang option" (session type HLLAPI) which was previously used for Natural data transfer
with Wang computers is no longer required. It has been removed from the communication parameters for 
HLLAPI.

Input History

The input history is not available for communication with terminals of type VT. The parameter "Enable
recall feature and input history" has been removed from the session properties for VT types ("Terminal"
property page).
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